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Key Speci  fications
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Ara 1

Ara is a unique family of small, high quality 
 Extures intended for shorter throw distance 
applications. Ara provides high light quality 
and diverse functionality in a  fixture of 
exceptional design.

 Interchangeable Lenses from 10°- 48°

 Glare-free Lens Design

 Dimmable

 5-year Warranty / 35,000+ Hour Lifetime

 Tool-free Adjustment

  

Ara 3

Ara 2

Ara 4 Track

Ara 1 30

Ara 4

Ara 4Ara 3Ara 2Ara 1 30Ara 1

35 15 23

L (min. 80mm, max. 1.5m)

Units: mm

W: Track Brackets 17 / Fixture 29

Ø40 [1 9/16”]

Ø50
Units: mm
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Mechanical Specifi cations
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Cable length1 22222 2 m

Electrical Specifi cations

etubirttA

Electrical driver mode Constant Current Constant Current Constant Current Constant Current Constant Voltage

005005007007tnerruc tupni erutxiF constant voltage mA

Fixture input voltage constant current constant current constant current constant current 11 - 25 V

General Specifi cations

eulaVetubirttA

Warranty 5 years

C °54+ ot 02-erutarepmet gnitarepO

  Back of fitting at wire exittniop gnirusaem erutarepmeT

1 <mn 083-023 ,A-VU W/lm

1 <mn 023-082 ,B-VU W/lm

Ordering Information

seirosseccA esoohCsesneL esoohCserutxiF esoohC

.on metIepyT

0113 64111 arA

Ara 1 30 1140 3110

0123 34112 arA

0113 74113 arA

0113 54114 arA

.on metIepyT

0010 841101 topS

Narrow 20 1148 0300

Medium 30 1148 0500

Oval 48/8 1148 0400

.on metIepyT

Lens Tool 1148 0007

Filter Clip 1148 0006

Ara 4 Track* 1148 8000

*specify length between
*80mm - 1.5m

Step 1 Step 2 Step 3

Ara 4Ara 3Ara 2Ara 1 30Ara 1

1  Custom length available upon request
2  Cable attached to Track, not to Ara 4 Fixture

  

 arA  arA
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*Illustrated: average over DFWHM

For maximum values: multiply results by 1.43

Illuminance values account for distances (h) greater than 100 mm. The photometric 
performance was measured at thermal steady state in 22°C ambient temperature driven 
at 700 mA. If the luminaire is dimmed, scale the results in accordance with dimming 
performance.

Ara 1, Ara 1 30
(For Ara 2, 3 & 4, multiply by 0.85)

Ara 1, Ara 1 30
(For Ara 2, 3 & 4, multiply by 0.85)

Ara 1, Ara 1 30
(For Ara 2, 3 & 4, multiply by 0.85)

Ara 1, Ara 1 30
(For Ara 2, 3 & 4, multiply by 0.85)

Photometrics & Optical Specifi cations

A t t r i b u t e A r a  1, 1  30  A r a  2, 3  ,  4
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Medium 30
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90 lm
10°
Height (h)

Illum. (E)

0.5 m

1 m

1.5 m

h [m] lx

4268 lx

1067 lx

474 lx

1067
h x h

DFWHM*

Ø0.09m

Ø0.18 m

Ø0.27 m

0.18 x h [m]

87 lm
20°
Height (h)

Illum. (E)

0.5 m

1 m

1.5 m

h [m] lx

1500 lx

375 lx

167 lx

375
h x h

DFWHM*

Ø0.17m

Ø0.34 m

Ø0.51 m

0.34 x h [m]

74 lm
30°
Height (h)

Illum. (E)

0.5 m

1 m

1.5 m

h [m] lx

672 lx

168 lx

75 lx

168
h x h

DFWHM*

Ø0.28m

Ø0.56 m

Ø0.83 m

0.56 x h [m]

89 lm
48°/8°
Height (h)

Illum. (E)

0.5 m

1 m

1.5 m

h [m] lx

672 lx

390 lx

75 lx

390
h x h

DFWHM*

Ø0.07/0.42 m

Ø0.14/0.84 m

Ø0.21/1.26 m

0.14(0.84) x h [m]

A t t r i b u t e A r a  1, 1  30  A r a   2, 3          ,   4

A t t r i b u t e A r a  1, 1  30  A r a   2, 3  ,   4

A t t r i b u t e A r a  1, 1  30  A r a   2, 3  ,   4

Roblon always recommend using a lens, to protect and improve the lifetime of the LED.
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In accordance with ANSI C78.377
*3,000 K standard. Other color temperatures available as custom.

All data based on Ara 2 at 500mA with 30° Lens
1) All types perform consistently   2) In accordance with CIE 13.3:1995

Marker Description Luminai re 1 LED

4999der hsiyerg thgiL10 IRC

8989wolley hsiyerg kraD20 IRC

3949neerg wolley gnortS30 IRC

CRI 04 Moderate yellowish green 94 90

4979neerg hsiulb thgiL50 IRC

6999eulb thgiL60 IRC

6969teloiv thgiL70 IRC

6959elprup hsidder thgiL80 IRC

6988der gnortS90 IRC

8949wolley gnortS01 IRC

7839neerg gnortS11 IRC

7998eulb gnortS21 IRC

CRI 13 Light yellowish pink (skin) 100 95

CRI 14 Moderate olive green (leaf) 96 95

CRI8 (Ra) Average level of CRI 01-08 2 97 95

CRI14 Average level of CRI 01-1 4 95 95

LED Binning and CCT Specifi cations

Fixture Chromaticity and CCT Uniformity Specifi cations

CRI Detailed Specifi cations

Roblon supplies each order / project from a single Bin 
(such as 7S). With each Bin falling approximately within 
the size of a 2.5-step MacAdam Ellipse (2.5 SDCM), this 
ensures consistent color from all Roblon Ara xtures.
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CCT vs. angle

Angle of radiation [°]

x colour coordinate vs. angle

Angle of radiation [°]

y colour coordinate vs. angle

Angle of radiation [°]

10° 20° 30° 48°/8° 48°/8°

P r o j e c t   B i n n i n g   &  C o l o r   C o n s i s t e n c y*
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Ara 1, 1 30, 2, 3 Driver Wiring Guide

Phase

DIMMER

Dimmable

DRIVER
Phase Control

Dimmable

DRIVER
1-10 V / DMX

Non-Dim

DRIVER
1

1-10 V
Potentiometer1

(or DMX Control
By Others)

By Others

Shown For Reference Only

1 1-10V Dimmable Drivers come with
mounted Potentiometer

Roblon
Ara Fixture

Roblon
Serial Splitter

2m 1m

2m

3m

0.5m

0.5m

2 x 1mm2

Low Voltage Wire

Example
Wire Length

Example
Wire

Segments

2m

+ 3m

+ 1m

+ 2m

+ 0.5m

+ 0.5m

= 9m
MUST BE
10m

OR LESS

Max
Wire

Length

Ara 1, Ara 1 30 Driver Types

M o d e l 1 D i m m i n g 2 N o .  o f  L E D s P o w e r  R a t i ng V o l t a g  N o.

QLT (or similar) None 1 3 W 195-265 AC 1148 0001

TCI Jolly (or similar) 1-10 V 1 - 6 20 W @ 230 V
15 W @ 110 V 100-264 AC 1148 0002

1 Other Models available upon request
2 Other Dimming types (Phase Control, DMX) available upon request
3 1-10v Potentiometer provided with Driver

Ara 2, Ara 3 Driver Types

TCI Jolly (or similar) 1-10 V 8 20 W @ 230 V
15 W @ 110 V 100-264 AC 1148 0003

TCI MicroJolly (or similar) 1-10 V 3 6 W 198-264 AC 1148 0004
1 Other Models available upon request
2 Other Dimming types (Phase Control, DMX) available upon request
3 1-10v Potentiometer provided with Driver

 Ara 1 & Ara 1 30  fixtures cannot be wired to the same driver with

M o d e l 1 D i m m i n g 2 N o .  o f  L E D s P o w e r  R a t i ng V o l t a g e I t e m 

Ara 2 & Ara 3 fixtures

 All Drivers, Splitters and Fixtures shipped with pre-installed
connectors for a plug-and-play solution

GENERAL NOTES

M o d e l 1 D i m m i n g 2 N o .  o f  L E D s P o w e r  R a t i ng V o l t a g e I t e m N o .


